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Uolcano MC-GMY

OPTICAL MOUSE

Wymagania systemowe

Komputer zgodny z systemem operacyjnym Windows
Port USB

Zawartosc opakowania

Myszka

instrukcja obstugi

Specyfikacja

Interfejs: USB

Typ: Optyczna

llos¢ przyciskow: 6

Wymiary: 124x72x41 mm

Waga z przewodem: 135 g

Instalacja

Podtacz myszke do komputera. Nastepnie pobierz sterowniki ze strony
Modecom i uruchom plik instalacyjny.

Wybierz jezyk, nastepnie kliknij “Next”

Select Setup Language X

V Selectthe language to uss during the installation

English -
'V Setup - MC-GM4 Gaming Mouse — X

Welcome to the MC-GM4 Gaming
Mouse Setup Wizard

This willinstall MC-GM4 Gaming Mouse w1.0.8 on your computer.

Itis recommended that you close all other applications before
continuing

Click Next to continue, or Cancel to exit Setup.




WV Setup - MC-GM4 Gaming Mouse -

Select Destination Location
Where should MC-GM4 Gaming Mouse be installed?

Setup will install MC-GM4 Gaming Mouse into the following folder.

To continue, click Next. Ifyou would like to select a differentfolder. click Browse,

Browse.

Atleast4 6 MB offiee disk space is required

English

Cancel

WV Setup - MC-GM4 Gaming Mouse -

Select Start Menu Folder
Where should Setup place the program's shortcuts?

Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Next Ifyou wold like to selecta difierent folder, click Browse.

Browse.

Engligh

Cancel




Kliknij “Install”

W setup - MC-GM4 Gaming Mouse -

Ready to Install
Setup s now ready to begin installing MG-GM4 Gaming Mouse on your computer.

Click Installto continue with the installation. or click Back if you want o review or change any
seftings.

Destination location:
CiProgram Files (x86)IMC-GM4 Gaming Mouse

Start Menu folder.
MC-GM4 Gaming Mouse

<Back Install Cancel

Kliknij “Finish” i uruchom ustawienia sterownika

W setup - MC-GM4 Gaming Mouse -

Completing the MC-GM4 Gaming
Mouse Setup Wizard

Setup has finished nstalling MC-GM4 Gaming Mouse on your
computer. The application may be launched by selecting the

installed icons

Click Finish to exit Setup

Run MC-GM4 Gaming Mouse
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Funkcje przyciskow
Po uruchomieniu mozna przypisywac rézne funkcje dla wszystkich 6
przyciskow
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Funkcja przycisku strzatu Fire Key

Mozliwos¢ ustawienia ciggtosci strzelania w grze w zakresie od 5ms do
250ms z mozliwoscia ustawienia cykli powtérzer operacji od 1x do 255x
Funkcje Fire Key mozna przypisa¢ pod dowolny przycisk
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Funkcja potrdjnego przerywanego kliku Three click
Ta funkcja generuje potrdjny przerywany klik po wcisnieciu przycisku
Funkcje Three click mozna przypisa¢ pod dowolny przycisk
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Funkcja makra

Ta funkcja generuje potréjny przerywany klik po wecisnieciu przycisku,
Funkcje Three click mozna przypisa¢ pod dowolny przycisk.

WWW.modecom.eu



[— [ —

Mode1 () Mods2 Repon rate

oot buston Mousee sensitiity

®

lmprove pointer procision 10

Seroling speed
L]

Scrollono page
[LeT—
ABEONORF
[ty
ke
ey i
o

D
Divver version: 1.0.5

M Macro

Kay sating Paramartor
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Thare are curantly no available macros. whether now
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Jedli cheesz ustawi¢ funkcje makra, kliknij prawym przyciskiem myszy na
oknie“Macro list’, nastepnie kliknij“New macro”i wprowadz nazwe makra
Nastepniekliknijprzycisk”Startrecording”iwprowadzkombinacje klawiszy
np. Shift+A+Z", kliknij “Stop recording” by zakorczy¢ nagrywanie makra
Wprowadz cyfry w oknie “Specifed cycles times” okreslajac liczbe cykli
wykonania instrukcji makra, nastepnie zatwierdz ustawienie klikajac na
“"Apply”




Aby powrdci¢ do gtéwnego menu kliknij na“Main”.

Macro list
FYye—

Autosnate recording tn delay

Gycle unbl e key relesssed

Cycle untl any key pressed

Specified cycle imes

e lor ediing,

Prasie

Diivar varsion: 10.8

Macro list
[a—

Autoamate resording time delay
Gycle unbl e key retezssed
Cyela untl any key pressed

Specified cycle imes

Fugh-click on the ilems for editing.
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Diiver version: 1.0.6
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Autoamate resotding time delay
Gycle unbl e key relesssed
Cyela untl any key pressed

Specified cycle imes

Fught-click on the ilems o exiting.
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Autosnatic recording me detay
Cyele unbl e key relessed
Cycle untl any key pressed
‘Specifiod cycle tmes
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Ustawianie przyspieszenia, predkosci kursora, predkosci przewij
predkosci podwajnego klikniecia

Key sating Parametar
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Ustawianie czutosci DPI

Za pomoca suwakéw mozna okresla¢ wartos¢ czutosci DPI, mo:
réwniez okrescic kolor podswietlenia dla danej wartosci DPI.
Ustawienie zatwierdzamy przyciskiem “Apply”
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LED

Brighiess
Stoady

Profile Praie2 Praiod Pufies

Driver version: 108 Restore | foply | Cancel

Ustawianie podswietlenia
Za pomocg ustawien mozna regulowac rézne wartosci zwigzane

podswietleniem.
Ustawienie zatwierdzamy przyciskiem “Apply”
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Uolcano MC-GMY

OPTICAL MOUSE

SYSTEM REQUIREMENTS

PC compatible with Windows

Free USB port

Contents of the package

Gaming Mouse

User manual

Specification

Interface: USB

Type: Optical Gaming Mouse

Buttons: 6

Dimensions 124x72x41 mm

Weight with cable: 135g

Installation:

Connect the mouse to the computer. Then download the drivers from the
Modecom.eu website and run the installation file.

1. Press “Next”

Select Setup Language X
v Selectthe language to use duing the installaion
English -
'V Setup - MC-GM4 Gaming Mouse — X

Welcome to the MC-GM4 Gaming
Mouse Setup Wizard
This will install MC-GM# Gaming Mouse v1.0.8 on your computer.

Itis recommended that you close all other applications before
continuing

Click Next to continue, or Cancelto exit Setup.




WV Setup - MC-GM4 Gaming Mouse -

Select Destination Location
Where should MC-GM4 Gaming Mouse be installed?

Setup will install MC-GM4 Gaming Mouse into the following folder.

To continue, click Next. Ifyou would like to select a differentfolder. click Browse,

Browse.

Atleast4 6 MB offiee disk space is required

English

Cancel

WV Setup - MC-GM4 Gaming Mouse -

Select Start Menu Folder
Where should Setup place the program's shortcuts?

Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Next Ifyou wold like to selecta difierent folder, click Browse.

Browse.

Engligh

Cancel

WWW.modecom.eu




2. Press“Install”

W setup - MC-GM4 Gaming Mouse -

Ready to Install
Setup s now ready to begin installing MG-GM4 Gaming Mouse on your computer.

Click Installto continue with the installation. or click Back if you want o review or change any
seftings.

Destination location:
CiProgram Files (x86)IMC-GM4 Gaming Mouse

Start Menu folder.
MC-GM4 Gaming Mouse

<Back Install Cancel

3. Press “Finish” and run driver settings.

W setup - MC-GM4 Gaming Mouse -

Completing the MC-GM4 Gaming
Mouse Setup Wizard

Setup has finished nstalling MC-GM4 Gaming Mouse on your
computer. The application may be launched by selecting the

installed icons

Click Finish to exit Setup

Run MC-GM4 Gaming Mouse




Button functions
u can assign different functions for all 6 buttons
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“Fire Key” Button

Ability to set the continuity of shooting in the game range from 5ms to
250ms with adjustable cycle repeat operations from 1x to 255x. Fire Key
function can be assigned in any button.
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Three Click” function
This function generates interrupted triple -click after pressing button.

“Three Click” function can be assigned in any button.
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Macro function

M Macro
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If you want to set the macro , right-click on the “ Macro list”, then click
“New macro “ and enter the name of the macro.

Then click “Start recording” and enter the key combination , eg . “Shift + A
+ Z', click the” Stop recording “ to stop recording the macro

Enter the numbers in the “ specified cycles times” by selecting the cycle
instruction execution macros, then confirm the setting by clicking on the
"Apply”

18 WWW.modecom.eu



To return to the main menu click on the” Main”.

Macro list
FYye—

Autosnate recording tn delay

Gycle unbl e key relesssed

Cycle untl any key pressed

Specified cycle imes

e lor ediing,

Prasie

Diivar varsion: 10.8

Macro list
[a—

Autoamate resording time delay
Gycle unbl e key retezssed
Cyela untl any key pressed

Specified cycle imes

Fugh-click on the ilems for editing.
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Autoamate resotding time delay
Gycle unbl e key relesssed
Cyela untl any key pressed

Specified cycle imes

Fught-click on the ilems o exiting.
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Diiver version:
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Autosnatie recording e delsy
Cyele unbl e key relessed
Cycle untl any key pressed
‘Specifiod cycle tmes
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Setting the acceleration, the speed of the cursor, scrolling speed, double-
click speed.
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Setting the sensitivity DPI

Use the sliders, you can specify the value of the sensitivity DPI can also
select highlight color for a given DPI

Confirm the setting by pressing the “Apply”

po—

LED
Brightness
Steady

Speed
Breate 45

Frequency  Times
Biink
+  Lighting offoct
Effect
Time
Steady

+  Lighting effect
Effect

Profile

Driver version: 103

22 WWW.modecom.eu



= X

pa— Support

Brightness

huency  Times

Proio2

Driver version: 108

Setting the backlight

Using the settings, you can adjust the different values associated with il-
lumination
Confirm the setting by pressing the “Apply”
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